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—3 - L, ; Jl Note! SPECIAL MODEL (h= Max. 4000 mm)
=t — ~— [ Y ; —~ Oil separator class | with integrated By-pass (basic), sludge and NOK Sampling (basic) parts
]
i3 ) 4= /e
W : , h= Separator connection height from ground Nominal flow rate: 15 l/s
@ W i /@ h=___ mm (Max. 4000 mm) Max. flow rate: 45 /s
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! m/ i 5 ! 17| ACCESSORY: LABCOM Data Transfer Unit ) [
T ] 'yt T 16| ACCESSORY: Floating adjustable cover D300 Standard EN124 (1 pc)
7 e ———— S —— I A1 7 Cover class C250 (25 tn) or class D400 (40 tn)
J 1 w @ 15| ACCESSORY: Floating adjustable cover $600, Standard EN124 (3 pcs)
(c) 7 - Cover class A15 (1.5 tn), class €250 (25 tn) or class D400 (40 tn)
o 1 ! o| [14] Ventilation outlet [PP/PE[D110 3
= I | R SR R N | I l* ~| [13] PVC—HUK 315 maintenance shaft (as needed), material PVC 1
s H S | h= Separator connection_height from ground (Max. 4000_mm) ___ __ _ |
@v I @ = PVC—HUK 315 h25-30 (x) [] PVC h=2500...3000 mm
Iﬁ PVC—HUK 315 h30-35 [] PVC h=3000...3500 mm
, , , PVC—HUK 315 h35-40 ] PVC h=3500...4000 mm
— — _— 12| EuroHUK 600 maintenance shaft (as needed), material PE—MD 1
| h=_Separator connection height from ground_(Max. 4000_mm) ___ __ _ |
EuroHUK 600 h25-29 (x) PE—MD| h=2500...2900 mm
-m_.hl_\w_._lcmlmbwbmolllnﬁ|lllml||||||_umH§|_u h=2900...3300 mm _ _ _ |
8760 LM—EuroHUK 600 h30-35 GRP h=3000...3500 mm
B LM—EuroHUK 600 h35—40 [] GRP h=3500...4000 mm
11| PP—HUK 600 maintenance shaft (as needed), material PP plastic (2)

h=_Separator connection height from ground (Max. 4000 _mm)_
PP—HUK 600 h25-30 (x) |m_H PP h=2500...3000 mm

PP—HUK 600 h30-35 ] PP h=3000...3500 mm
\\\\\\\\\ \!\‘\ PP—HUK 600 h35—40 ] PP h=3500...4000 mm
T T T 10| Alarm unit (as needed) _ _ ___ ________________________| 1
I [ STANDARD ALARM: OiISET—1000 oil alarm unit with SET DM/3 probe,
| included unless special alarm is chosen_ __ ______ __ ______ (|
10 gy h SPECIAL ALARM: SET—2000 Oil/Sludge alarm unit with SET/S2
i 7 and SET DM/3 probes, alternative choise with sludge alarm (x) [
I A [ 9| Coalescator 3
,E S | 8 | By—pass pipe PVC | D250 1
7 | Outlet sewer PVC D250 1
6 | Inlet sewer PVC D250 1
5 | Maintenance shaft instanllation sleeve GRP 81000 1
4 [ PP—HUK 600 maintenance shaft GRP D600 2
installation sleeve
3| PVC—HUK 315 maintenance pipe PVC D315 1
installation sleeve
A Volume (By—pass part) 1400 | 2| Wall GRP | D1400 3
B Storage volume of sludge 4500 | 1 Koﬁmla_” Glass ._wmm:*o_.oma Plastic (GRP) #1400, L=8760 mm 1
C Oil storage volume 520 | Lasa Composit”, pH 3—10/Heat resistange 50°C
D Effective volume 4450 | Product: Title: Drawing type
E  Volume (NOK part) 1050 | EuroPEK Roo SuperKombi NS45/15/4500 CUSTOMER DRAWING
Design by: Checked by: Approved by: Drawing no. Date: Scale:
This drawing and the technical information included in the drawing are property of Wavin—Labko. >_|\._.>\Lw HT  20.09.11| 29SD08B_e 20.09.11
All the national regulations concerning this product have to be checked before purchase of the product. " "
Installation have to be done according to installation manual. WAVIN=LABKO Construction site:
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