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Apraksts Vértiba [:] SL1.100.150.55.4.50D.C, 50Hz ﬁf}
Izstradajuma nosaukums: SL1.100.150.55.4.50D.C Qooorhs
Izstradajuma Nr.: 98625983
EAN numurs: 5711498463745 16 1
Cena: Péc pieprasijuma
144
Technical:
Faktiski aprékinata plasma: 60.7 I/s 12
Maks. plasma: 72.21/s
Siukna rezultéjoSais stknéSanas 6.06 m 104 L 100
augstums:
Maks. skn. augstums: 19.1m o L 50
Saknrata tips: S-tube
Maksimalais cietas vielas dalinu 100 mm 6 L o
izmérs:
Primarais varpstas blivéjums: SIC/SIC
Sekundarais varpstas blivéjums: CARBON/CERAMICS 41 40
Apstiprinajumi pases datu plaksnité:  CE, EN12050-1
Liknes pielaide: ISO 9906:2012 Grade 3B 21 g 20
e | Eta sknis+motors = 58.4 %
Materiali: _ I . T
Sakna korpuss: Cast iron (EN-GJL-250) p
EN-GJL-250 [kw]
Siknrats: Cast iron (EN-GJL-250) 6 Pl
EN-GJL-250 5_\—/———0\ o
Motors: Cast iron (EN-GJL-250)
EN-GJL-250 44
34
UzstadiSana:
Maksimala vides temperatira: 40 °C 21
Standarta atloks: DIN 14 P1=6.18 KW
Sdkna ieejas kanals: 150 P2 =55kw
Sikna izejas kanals: 150 0
Spiediena pakape: PN 10
Maksimalais uzstadiSanas dzilums: 20m
Sausa/slapja uzst.: Submerged
UzstadiSana: VERTICAL
Skidrums:
Sdknéjamais Skidrums: Udens
Skidruma maksimala temperatara: 40 °C
Blivums: 1000 kg/m3
Kinematiska viskozitate: 1 mm3/s
Elektriskie dati:
Polu skaits: 4
leejas jauda - P1: 6.3 kW
Nominala jauda - P2: 5.5 kW
Tikla frekvence: 50 Hz
Nominalais spriegums: 3x380-415V L60xt60
Sprieguma pielaide: +10/-10 %
PalaiSanas metode: tieSa palais.
Maks. ieslégSanas reizu skaits stunda: 20
Nominala strava: 12.8-11.2 A
Cos phi - jaudas koeficients: 0.85
Cos phi - p.f. pie 3/4 slodzes: 0.80
Cos phi - p.f. pie 1/2 slodzes: 0.70
Nominalais atrums: 1463 rpm
Motora efektivitate pilnas slodzes 89.1 %
gadijuma:
89.1 %
Motora efektivitate 3/4 slodzes 89.6 %
gadijuma:
Motor efficiency at 3/4 load: 89.6 %
Motora efektivitate 1/2 slodzes 89.0 %
gadijuma:
™ 2
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Motor efficiency at 1/2 load:
Korpusa klase (IEC 34-5):
Izolacijas klase (IEC 85):
Spradziendross:

Motora aizsardz.:

Kabela garums:

Kabela tips:

Konrole:

Papildus 1/0O:
Mitruma devéjs:
Udens-ella devéjs:

Citi:
Neto svars:

Veértiba

89.0 %

IP68

H

N

Trmiskais slédzis
10m

LYNIFLEX

N
ar mitruma sensoriem
bez "Gdens-ella" sensora

165 kg
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Atzimét! Visas mérvienibas ir [mm], ja vien nav noradits cits.
Atruna: ST vienkarSota skice neparada visas detalas.
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Atzimét! Visas mérvienibas ir [mm], ja vien nav noradits cits.
Atruna: ST vienkarSota skice neparada visas detalas.
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