Power Requirement Calculator v1.5

Operation mode: Rack type
|_ ® 1-channel O 2-channel |_ (® Main rack O sub rack
Controller Loudspeaker load: 227 Watt  Ext. Amp (spare) LBB1935
Number of Routers: 0
Router Loudspeaker load: 0 Watt  Amp 1 (call)
Router 2 Loudspeaker load: 0 Watt  Amp 1 (call)
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Call Stations 1
Call Station Keypads 0
RCP's 0
Total
Evacuation time 0,5 hrs
Standby time 30 hrs
Business call duration 0 hrs
Battery aging compensation 20 %
Battery Depth Of Discharge 80 %
System power demand 63 Ah
Recommended battery capacity 95 Ah (includes aging and DOD)
Evac current consumption 13,1A
Maximum battery current 16 A
Nr. of PLN-24CH10 Chargers 1
. . ADRESE: ] .
Dalas vaditajs G. Samcuks Filozofu iela 50, Jelgava
. . OBJEKTS: ] ~ B
Izstradaja A. Melniks "Jelgavas 2. internatpamatskolas" rekonstrukcija, sporta

zales ar rehabilitacijas telpam jaunbive, teritorijas
labiekarto$ana 1. karta

PASUTITAJS: Jelgavas pilsétas pasvaldibas izglitibas iestade "Jelgavas
2. internatpamatskola”, Reg. Nr. 90000074738
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