Apollo Loop Calculator Configuration Data for: 1.ALC
Last revised on 23 CeHTs6pb 2014 .

Summary

Site Name:

Control Panel: XFP (C-Tec Ltd.)

Loop Devices  Quiescent
1 81 21 mA
2 0 0 mA
Total 81 21 mA

Jelgavas 2. Internatpamatskola

Alarm

104 mA
0mA

104 mA

Calculations include the following assumptions:
Even distribution of devices along cable beyond 1st device.
As many devices are in alarm as possible.

There is an open circuit on cable at worst position.

Loop 1
Addressable Devices

XP95 Heat Detector

XP95 lonisation Smoke Detector

XP95 Manual Call Point (with Isolator)
XP95 Output Unit (with Isolator)

XP95 Switch Monitor
Sub-total

Other Devices
Ancillary Sounder
Isolating Base

Remote LED

Total

Calculate maximum volt drop
Cable
Total cable run

Cable run to first device
Volt Drop

Akumulatoru kapacitates noteik§anai par pamatu tika nemts UAS gaidiSanas rezims, kad sistéma patére jaudu
gaidisanas rezima

Kopéjas slodzes aptuvens aprékins akumulatora izvélei dezirrezima.

Aptuvena kopéja slodze dezlrrezima ir. 11 = 0.021A

Trauksmes rezima

Trauksmes rezima stravas patéring
patérin$ palielinas par : 12= 0.104A

Akumulatoru baterija ir spéjiga atdot I1dz 70% no savas kapacitates, tapéc tiek lietots koef. K=1,3.
Rezerves akumulatoru baterijas ietilpibai janodroSina ugunsdrosibas signalizacijas lldzek|u baroSanau
deziirrezIma tris diennakti (t1=72st.), un trauksmes

Page 1
Design
Loop Satisfactory
Loop Satisfactory
Design Satisfactory
Quantity Quiescent Alarm
3 750 pA 6750 pA
61 17 mA 139 mA
13 1300 pA 27 mA
3 1200 pA 5400 pA
1 730 pA 3400 pA
81 21 mA 38 mA
14 140 pA 42 mA
4 160 pA 160 pA
7 0mA 28 mA
n/a 21 mA 104 mA
1.0 mml 18.10 ohms/km/core
1200 m
40m
28V

A=kx M xt1+kx(1+12)xt2
A=1.3x0.021 x 72 +1.3 x (0.21 + 0.104) x 0.5 = 2.17 A/S

Esosas izvélétas akumulatoru baterijas ar kapacitati 7.0 A/S ( 2x7.0 A/S, 12 vdc) atbils prasibam.

Projekta realiz€Sanai var izmantot ari citi firmu piedavatas iekartas un materialus, kuru tehniskie
parametri un Tpasibas nav sliktaki par projekta piedavatajiem un kuri atbilst Eiropas normativajiem
dokumentiem CE. Izmainas jasaskano ar pasutitaju, ar pr
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